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SISTEMA DE MONTAJE PARA CUBIERTA 
INCLINADA. FIJACIÓN A CHAPA PS-DIRECT 
 

ON-ROOF PS-DIRECT SYSTEM SETTING-UP.  

ESPAÑOL 

 

 

 

ENGLISH 
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NORMAS DE SEGURIDAD 

SAFETY  STANDARDS 
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ESPAÑOL 

El montaje debe ser realizado por un experto. Si no se 

procede correctamente, el soporte puede desajustarse 

y causar daños a personas u objetos.  

 Siga con atención las instrucciones para adaptar el 

montaje a la posición adecuada. 

 Un técnico con conocimientos debe asegurarse que 

la estructura es adecuada para cumplir la normativa 

vigente. En la página 10 se facilita la información 

básica para comprobar la idoneidad de la estructu-

ra. 

 Si tiene alguna duda contacte con nosotros en 

www.solarstem.es 

 

ENGLISH 

Be sure that this structure is assembled by an expert. 

Otherwise, the support could work in an inappropriate 

way, even cause damage to people or objects. 

 Follow the instructions to adjust the mounting 

position. 

 An experienced engineer must ensure that the 

structure is suitable to the current standards. On 

page 10, you can find the basic information to check 

the structure suitability.  

 If you have any doubt you can contact with us in 

www.solarstem.es 
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PERFILES /  RAIL BEAMS 

N 
DESCRIPCIÓN 

DESCRIPTION 

REFERENCIA 

REFERENCE 

1 
PERFIL PS-10 

PS-10 PROFILE 
1.01.0018-0 

2 
PERFIL PS-10MX 

PS-10MX PROFILE 
1.01.0023-0 

1 2 

1
.01.0018

-0 

1
.01.0023

-0   

PERFIL PS-10 

PS-10 PROFILE 

PERFIL PS-10MX 

PS-10MX PROFILE 
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TORNILLERIA Y JUNTAS/  FASTENERS AND SEALS  

N 
DESCRIPCIÓN 

DESCRIPTION 

REFERENCIA 

REFERENCE 

A 
TUERCA T-SLOT  

T-SLOT NUT  
1.05.0019-M8 

B 
TORNILLO AUTOTALADRANTE +  ARANDELA - EPDM 

SELF DRILLING SCREW             + WASHER -EPDM  
1.06.0008-2516   /   1.06.0009-2516 

C 
JUNTA DE EPDM 65X3 

EPDM JOINT        65X3 
1.12.0003-653 

LONGITUD DE LA JUNTA  EPDM SEGÚN  PROYECTO 

LENGHT  OF  THE  EPDM SEAL DEPENDS ON THE PROJECT 

* 

A B C 

1
.05.0019

-M
8 

1
.0

6.0008
-2516

 
1

.0
6.0009

-2516
 

1
.12.0003

-653
  

TUERCA SLOT M8 

SLOT NUT        M8 
AUTOTALADRANTE             + EPDM 

SELF  DRILLING SCREW       + EPDM  

JUNTA DE EPDM 65X3                  

EPDM JOINT 65X3 
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ANCLAJE A CUBIERTA  /   ROOF FIXING 

PERFIL PERPENDICULAR A LA PENDIENTE /  PROFILE PERPENDICULAR TO SLOPE 

 

1 
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TORNILLOS AUTOTALADRANTES /   SELF  DRILLING SCREWS 

2 

 

INDICACIONES PARA EPDM 

EPDM INDICATIONS 

SIMPLEMENTE AJUSTADO 

SIMPLY ADJUSTED 

LIGERAMENTE APLASATADA 

SLIGHTLY SMASHED 

DEMASIADO APLASATADA 

TOO SMASHED 

 

 

 

 

 

FIJACIÓN A CHAPA /  FIXING ON SHEET 

TORNILLO SEGUN ESPESSOR DEL SOPORTE 

FASTENER DEPENDING ON SUPPORT THICKNESS 

TORNILLO 

FASTENER 
1.06.0009-2516 1.06.0008-2516 

ESPESOR SOPORTE 

SUPORT THICKNESS 0,55 mm ≤ e < 1,50mm 1,5 mm ≤ e ≤ 4 mm 
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APLICACIONES CARRIL SUPERIOR /  UPPER RAIL FUNCTIONS 

 

A 

C B B C 
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VISTA MONTAJE  / MOUNTING VIEW                       
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VISTA MONTAJE  / MOUNTING VIEW                       
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MATERIALES  

MATERIALS 

Fy0,2  

(N/

mm2) 

Fu 

(N/

mm2) 

E 

(N/

mm2) 

G 

(N/

mm2) 

 ˄  ́

(Kg/m3) 

Par Apriete 

Torque  

(Nm) 

Perfilería, Aluminio EN AW 6082-T6 

Profiles, Aluminium EN AW-6082-T6 250 290 70000 27000 0.3 2700  

 AREA      

(cm2) 

IX               

(cm4)  

IY              

(cm4)  

WX             

(cm3)  

WY            

(cm3)  

Avy             

(cm2) 

PS-10 
2,15 1,00 5,32 0,82 1,63 0,60 

PS-10MX 

6,47 74,69 12,38 14,01 3,88 3,31 

PROPIEDADES MECÁNICAS DE LAS SECCIONES /  MECHANICAL SECTION PROPERTIES 
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